
Trolley & Track -(use these instructions if you purchased 
a corner brace for a wood dock)
Bolt the track with the 2” Bolts flush to the bottom 
inside edge of the dock frame in the location where 
the brace swings when installed.
The track allows you to estimate the location of the 
bottom end of the brace and not have to be “spot on”  
when attaching the top of the brace.
The trolley is a 90º angle piece that stays bolted to the 
top end of the brace but can be relocated along the 
track.
Use the 2.5” carriage bolt to attach the trolley to the brace. Use the two 1.5” carriage bolts to  secure the trolley somewhere 
along the track once the bottom of the brace is connected to the pipe leg.
If you miss the trolley track, unhook the brace from the pipe and move it up or down on the pipe leg into a  position until the 
trolley lands on the track, or relocate the track on the wood frame.
These braces are not to be used as vertical support to the dock section, they are only to be used as stability bracing to hold 
the dock pipe legs in the vertical position and greatly reduce vibration.
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Trolley -(use these instructions if you purchased a corner brace for FeatherLITE or DuraLITE Docks)
These Aluminum Dock frames come with a useful track along the bottom of all sides of the frame.
For wood docks we provide a short portion of track for this purpose but our aluminum docks already have the track on 
all sides.
The track allows you to slide carriage bolts from the ends when attaching accessories and in this case ....”Braces” . You 
have the ability to attach the brace to the pipe leg underwater and swing the brace at an aproximate 45º angle clamp-
ing the pipe without getting yourself in the water.
Assemble the Hook & Lock to the bottom end of the brace, (See reverse side of this page for instructions) then attach 
the trolley to the top end of your brace with the 2.5“ carriage 
bolt. You can change the direction of the trolly to cover the top 
end of the brace from the outside edges. The round side of the 
carriage bolt will show on the outside edge while the threaded 
end is hidden under the dock.

Estimate the location of the bottom end of the brace to aquire 
45 degrees. This step is easy to undo if you get it wrong the first 
time. If you are happy with the angle and clearance of rocks, 
logs etc, go ahead and bolt the trolley to the track using the 
1.5” carriage bolts in the track.
These braces are not to be used as vertical support to the dock 
section, they are only to be used as stability bracing to hold 
the dock pipe legs in the vertical position and greatly reduce 
vibration.
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Use two 2” carriage bolts to attach the brace to the swiper 
plate using the two square holes closest to the end of the 
swiper plate.

Use the 1.5” carriage bolt to go through the clamp, then 
the  hole closest to the center of swiper plate.

All bolt threads should point the same direction.

The Carriage bolts have a square shape under the head 

swiper plate.

The swiper plate will be in the middle between the clamp 
and brace with a large washer between the hook and 
swiper plate.

The curved shape on the “hook” will cup the pipe against 
the swiper plate

Place the large stainless washer on each side of the 
rubber donut and slide them on the bolt next to the 
swiper plate.

Install the nylock nut to hold them all together. 
Be sure to rotate the nut until the nylock portion of the 
nut has grasped the threads of the bolt and helt the 
rubber donut snug.
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Salad Tong Clamp -(use these instructions if you 
purchased an X brace for DuraLITE, FeatherLITE or 
Wood Docks)
This piece of hardware is very simple.
Just run the 2.5” carriage bolt through the clamp 
connecting the top of the brace in the middle of 
the clamp.
Place the nut on but do not tighten it yet.
After attaching the bottom of the brace, swing the 
top end toward the opposite pipe leg and jam the 
salad tong over the pipe leg then tighten the nut 
to clamp the salad tong shut over the pipe leg.
Make sure to guide the salad tong into proper 
position while tightening.
These braces can be installed lower than the dock 
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